
TECHNOLOGY

MATERIAL

Width  5.5" Width  5.5"

Thickness 1" Thickness 1"

DECK BOARD LENGTH

FASTENING METHOD

PROFILE DIMENSION Width  11.5" Thickness 0.5"

FASCIA BOARD LENGTH

PROPERTY

Density

Modulus of Elasticity (MOE)

Modulus of Rupture (MOR)

Unadjusted Allowable Uniform Load

Coefficient of Thermal Expansion (CTE)

Ultimate Fastener Load/fastener

Creep Relaxation

Stair Tread Load

PRODUCT SPECIFICATION

Square Edge BoardClip Board

Two‐Side ‐ Cathedral Wood Grain

Deck Clips Angled Screw

12, 16  and 20 ft 12, 16  and 20 ft

FASCIA BOARD

TWO‐TONE (VARIEGATED) COLOURS

DECK BOARD TYPE

PROFILE DIMENSION

Cellular (Foam) PVC Core & Solid ASA Capstock 

CoreCell

3771 psi @ 16" span

NEXTWOOD DECK BOARDS

TECHNICAL DATA
TEST METHOD VALUE

ONE TONE (SOLID) COLOURS

Driftwood (Dark Grey)

Sandstone (Light Brown)

Pebblestone (Light Grey)

Hickory (Dark Brown)

Coastline (Light Grey)

Walnut (Dark Brown)

EMBOSSING FINISH
Two‐Side ‐ Brushed Finish

12 ft

344 psf

AC174 12" o.c. allowable

112A Snidercroft Road, Unit 2

Concord, ON L4L 2X2                  

PH: 647‐388‐0666                    

FAX: 416‐244‐1582                   

info@nextwood.ca

ASTM D686 1.95 E‐05/in.in/F

ASTM D1761‐20

AC174

CAMO EdgeX Clip: 618 lbf 

93% Recovery

ASTM D6109

0.75 (design)

239,250 psi @ 16" span

ASTM D6109


